From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: Mike Flicinski <k2uxe@ibm.net>
Subject: 572B needed
Message-ID: <335E17F2.525A@ibm.net>

Well, the HA-14 KW Kompact wasn't quite the deal I thought but that's
life at a hamfest sometimes.		

Needed: One or more 572Bs - good used OK. The tubes I have are badly
mismatched and one hogs current and won't cut off completely even 	with
full cutoff bias (-150V).

Email direct please to k2uxe@ibm.net		

Thanks.		

Mike K2UXE
Round Rock, TX (near Austin)


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: "Cheney,Charlie" <ccheney@foxboro.com>
Subject: 75A-3 Power Supply Filter Caps
Message-ID: <c=US%a=_%p=SCD%l=SCD/FOXBORO/000DE560@xchange_fox.foxboro.com>

I am trying to exorcize the AC hum from my 75A-3. I would like to use
this rcvr without doing any unnecessary mods, but it would be a lot more
pleasant w/o the AC hum! I tried bypassing the filter caps with modern
units w/o removing the old caps but this didn't do much for me, so I
guess I may have to replace the caps. Is there a source for replacement
caps which are mechanically and electrically equivalent?

Or, is there a common problem for this rcvr that can cause this problem
other than the PS?

Thanks for any help,

Charlie  AA1HB


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: k9gdt@juno.com (George P Sieverson)
Subject: Re: 75A4 filter question
Message-ID: <19970422.192838.3910.1.K9GDT@juno.com>

On Tue, 22 Apr 1997 01:27:16 GMT cmthomp1@facstaff.wisc.edu (Clark M. 
Thompson) writes:
>....At long  last I've finally got my hands on a F455J05 CW filter for
my 
>A4.  It seems to work well with one exception:  S-meter readings when
using 
>the filter are down about 15 dB from those using the 3.1 kHz filter.  Is

>this normal?

Hi Clark, 

No.  My 75A-4 has three mechanical filters (.5, 3.1, 6.0) and the
response is within a db or so on all three.  

FWIW, when I got my A4, the 3.1 KHz filter was down about 15db, probably
a victim of shipping.  It's replacement was OK, having the same response
as the 500hz filter supplied with the unit and the 6 Khz unit added
later.

I don't know what causes this to happen.   Perhaps it can be corrected by
changing the value of the "resonating" capacitors.  I'd bet someone here
knows for sure though.

73 'n cheers 'n beers, 
George
*********************************************
George Sieverson - Barrington, IL  USA
K9GDT@STARNETUSA.NET or  K9GDT@JUNO.COM
http://pwp.starnetinc.com/k9gdt/index.htm   
(Radio Page - BA's & Homebrew only)
*********************************************


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: "Grant Youngman" <nq5t@gte.net>
Subject: Re: 75A4 filter question
Message-ID: <199704230406.XAA23887@smtp.gte.net>


> FWIW, when I got my A4, the 3.1 KHz filter was down about 15db,
> probably a victim of shipping. <snip>
> I don't know what causes this to happen.  

My 2.1 Khz filter suddenly began exhibiting significant insertion loss. 
Turned out to take nothing more than a little Deoxit on the pins and in 
the socket.  Wasn't (thankfully) a filter problem at all.

You might have a bad filter, but it might be worth just trying some 
cleaner on the pins ....

Grant/NQ5T



-----------------------------------
Grant Youngman / NQ5T

nq5t@gte.net
http://home1.gte.net/nq5t/index.htm
Double Oak, TX -- nr Dallas


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Dgnova@aol.com
Subject: AR-812 second trial
Message-ID: <970422143019_-931771107@emout06.mail.aol.com>


--PART.BOUNDARY.0.23917.emout06.mail.aol.com.861733819
Content-ID: <0_23917_861733819@emout06.mail.aol.com.5896>
Content-type: text/plain



From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: "John H. Dilks III" <oldradio@worldnet.att.net>
Subject: ARC-5 Demo at the next NJARC Meeting by Al Klase - N3FRQ
Message-ID: <19970422222359.AAB7724@LOCALNAME>

To all....

   Mark your calendar for May 9th, (the second Friday of May) at 7:30p.m. in
Freehold, NJ.

   Have you ever heard the whine of a Dynamotor generating B+ ?  Have you
ever seen an ARC-5 set-up?  Well you will at the next meeting.  Presented by
brother BA'er Al Klase - N3FRQ. Plan now to be there.

   For directions and a map see the WWWeb page:

                http://www.eht.com/oldradio

-or- for older browsers:  http://www.cyberhost5.com/eht/oldradio

   See you there & 73' 
   John Dilks, K2TQN
.=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=.
|     73's from John H. Dilks, K2TQN, oldradio@worldnet.att.net      |
|                                                                    |
|  New 4-12-97: Brochure of Radio Station "WPG" Atlantic City c.1925 |
|   + Big Radio Auction April 26 - Get the Auction Catalog Here +    |
|                                                                    |
|   The New location for the NJARC is http://www.eht.com/oldradio    |
|        If you have an old (ver.1 type) Browser try                 |
|              http://www.cyberhost5.com/eht/oldradio                |
|   There's always something new about old radio on our Web Page.    |
|                   We update it every week!                         |
`=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=' 



From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: "Cheney,Charlie" <ccheney@foxboro.com>
Subject: BC-456 "B2" Mod
Message-ID: <c=US%a=_%p=SCD%l=SCD/FOXBORO/00012E99@xchange_fox.foxboro.com>

I picked up an interesting BC-456 (I think that's the right number, the
80M version of the Command xmtr) at the MIT flea this weekend. It has an
RCAF nameplate and is in pretty good shape (i.e., does not appear to
have been dropped from a B-17 at considerable altitude). It does not
appear to have any amateur mods, but has a data plate indicating that it
has a "B2" mod applied by a service depot. Can anyone tell me about the
B2 mod for the command transmitters?

Thanks,
Charlie  AA1HB
 


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: Tom Clarke <fclarke@erols.com>
Subject: Re: Beam Filters
Message-ID: <3321D6E0.68BE@erols.com>

Someone posted a nice treatise on the Beam Filter and it's use on the old 
A-N ranges.  The filter itself served to: 

      A) Pass only the tone, in this case 1020 hertz (cycles in those 
days!) and eliminating the voice.  This was accomplished with the peaking 
filter. This permitted monitoring the A or the N signal or the merged A 
and N or steady tone, without interference from voice signals.
 
      B) The Voice position contained a notch filter to eliminate the 
tone, allowing voice comms to be heard, or  
      
      C) The Both position let all signals go through.

Interestingly enough the 1020 hertz signal persists to this day in the 
Marker Beacons (Airway, Outer, Middle markers)  I forget which light 
comes on with 1020 tone......will look it up, now that I'm curious!

Of course none of this answers the burning question of why 1020 was 
selected!

Tom, W4OKW
fclarke@erols.com


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: Greg Roecker <roecker.greg@ist.mds.lmco.com>
Subject: Re: Beam Filters 
Message-ID: <Chameleon.861793959.greg@roeckerpc.ist.mds.lmco.com>


>Interestingly enough the 1020 hertz signal persists to this 
day in the 
>Marker Beacons (Airway, Outer, Middle markers)  I forget which 
light 
>comes on with 1020 tone......will look it up, now that I'm 
curious!

>Tom, W4OKW
>fclarke@erols.com
-----------------End of Original Message-----------------

It's been a long time . . . but my guess would be the outer 
marker?? . . . 

Greg / N4OSJ

-------------------------------------
Greg Roecker
E-mail: roecker.greg@ist.mds.lmco.com
Voice:  770.698.5226
Fax:    770.698.5220
From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: w9qje@juno.com (Snaproll Stan)
Subject: Re: Beam Filters/Marker freqs
Message-ID: <19970423.092832.5263.2.w9qje@juno.com>


On Wed, 23 Apr 1997 12:11:17 GMT Greg Roecker
<roecker.greg@ist.mds.lmco.com> writes:
>
>>Interestingly enough the 1020 hertz signal persists to this day in the 
>>Marker Beacons (Airway, Outer, Middle markers)  I forget which 
 -- snip --
>It's been a long time . . . but my guess would be the outer 
>marker?? . . . 

Hmmm, lessee ...  OM - 400Hz, MM - 1300Hz, IM - 3000Hz.  The 1020Hz
tone is still used on the soon to be obsolete VORs and NDBs.  May
not hear it at all in another 10 years!  But for the time being I
can still get the NDBs with my old trusty Navy RBL-2.  (Boatanchor
connection for this thread.)

73 and happy navigating,
Stan  -  W9QJE


(Running 2M aero-mobile from my old trusty 1938 Aeronca)


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: mack@mails.imed.com
Subject: Black beauties and Johnson Power Pot???
Message-ID: <9703238618.AA861820437@mails.imed.com>

I recall discussions in the past couple of years from folks looking 
for that huge (but not enormous :<)) power pot used to set the voltage 
on some part of some transmitter.  I seem to recall it was some 
version of Johnson rig.

I was in Dallas to pick up some of the stuff that a fellow graciously 
brought back from Oklahoma for me, so I *finally* got to Tanner 
Electronics (Carrolton or Farmers Branch) on a day they were open.  In 
browsing I found at least 3 possible candidates for this power 
potentiometer.  If this rings a bell with you, e-mail me and let me 
know the resistance and power rating.  I left the list with the info 
at home this morning. Darn!  If they have one that fits, I'll post it 
back here.

They also have a good selection of capacitors for replacing those 
black uglies in your SP 200/400/600.  I picked up about 30 0.015 @ 
400V for about $0.15 each.   That was the best I could do from memory. 
I either have a good supply of replacements or $4.50 of parts to 
store.

They also have some tube sockets including PC mount octal sockets.  If 
you are in Dallas you need to stop in.

Ray Mack
WD5IFS
mack@mails.imed.com
Friendswood (Houston), TX



From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Robert Lawson <lawson_r@popmail.firn.edu>
Subject: BRISTO Wrenches
Message-ID: <335D47AA.24FC@popmail.firn.edu>

Fellow BA'ers,
I recently acquired a Collins 75S3 receiver. Mr "Art" evidently decided
not to use Allen wrenches (I wonder why), and I am in dire need to
locate a source for BRISTO style wrenches. I phoned over a dozen places
here in Penscola and "no cigar". One guy told me, "We don't carry that
brand... but we do carry the Snap-On brand". The knobs use a #8 for the
set screw, but the dial hub uses one of a size smaller (size?). Please
advise.

Tnx es 73 Rob W4RL Pensacola Florida



From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: John Hurst <hurstjsj@gte.net>
Subject: Re: BRISTO Wrenches
Message-ID: <335D8F30.50E6@gte.net>

Robert Lawson wrote:
> I am in dire need to
> locate a source for BRISTO style wrenches. 

Bob, A good source for Bristo wrenches (aka Bristol, Spline keys) is 
McMASTER-CARR supply company, located in Santa Fe Springs, CA. They have 
individual keys from .033 to .454 in dia. Here are some of the popular 
sizes: #4 set screw: .060" 6-flute (7048A14), #5: .069" 4-flute 
(7048A15), #5&#6: .072" 6-flute (7048A17), #6: .076" 4-flute(7048A16), 
#8: .096" 6-flute (7048A18), #10: .111" 6-flute (7048A19).
They also have a 9 piece Spline set (7048A54) and a spline driver set 
(5531A11). My catalog is fairly old but their prices were in the $.60 
range for individual keys, $7.00 for the 9 piece set, and $35 for the 
driver set. I use my driver set all the time.
BTW this company has a great catalog that is virtually unobtainable 
unless you work for a company that gives them a lot of business. I've 
heard that there is a "black market" for their catalogs. 
Hope this helps, John, KU6X


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: k7sz@juno.com (Richard H. Arland)
Subject: Re: Dial Springs Needed
Message-ID: <19970422.215231.6959.3.k7sz@juno.com>

Radio Shack used to carry dial cord kits that included one or two
springs. THey have deleted this from their current catalog, BUT, find a
sympathetic RS store manager and maybe he can find a couple of kits for
you by canvassing the local stores....worked for me...bought three kits
for $.50 each....not bad.

73 rich K7SZ


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: wier@bobcat.etsu.edu (Bob Wier)
Subject: Re: Dial Springs Needed
Message-ID: <v01510109af8326697896@[165.95.92.81]>

>Radio Shack used to carry dial cord kits that included one or two
>springs. THey have deleted this from their current catalog, BUT, find a
>sympathetic RS store manager and maybe he can find a couple of kits for
>you by canvassing the local stores....worked for me...bought three kits
>for $.50 each....not bad.
>
>73 rich K7SZ

I was talking to one of the guys in the special order division at
RS (the RSU) last weekend in Fort Worth, and mentioned that the dial
cord kit was a favorite of boat anchorish people. He indicated that it
would be back in the RSU catalog on the next issue, (but the price will
now be 99 cents). 

He also said they had stopped offering the lifetime tube replacement
guarantee because some of them could not be replaced at ANY price
(no surprise there).

FWIW -

THANKS & 73's de WB5KXH

                  Bob Wier
     mailto:wier@bobcat.tamu-commerce.edu
    09:40 PM Tuesday, April 22, 1997
     Texas A & M University - Commerce
 keeper of the Photo-3d,  Overland-Trails
ICOM radio and LDS State Research Outline Guides
      "Heisenberg may have slept here. . ." 




From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: k7sz@juno.com (Richard H. Arland)
Subject: Re: Dial Springs Needed
Message-ID: <19970423.111135.10655.0.k7sz@juno.com>

Tnx fo rthe info, Bob.

Will bug my RS store mgr. 

73 rich K7SZ


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: Glenn Finerman <GFINER@nms.com>
Subject: Drake "B" line for sale
Message-ID: <s35dd3d4.007@nms.com>

Have to sell my Drake twins to raise money for a non-BA purchase.
T4X-B, R4B, AC-4. 

Had the twins on the air right before I moved 4 months ago. The
transmitter developed a problem during the last QSO where the plate
current would sit at 3/4 scale with the key up. Didn't have time to
trouble shoot, just packed it up for the move. The previous owner
added a 4 pin mike jack to the front panel, lower- center between the
two controls (forget what they are now, mode switch?) Looks very
good, just not original. Front panel otherwise looks excellent. The R4B
is in excellent shape, has a ding on the left front corner of the bottom
cover otherwise excellent condition. AC-4 looks brand new, very clean.
Insides of both radios are very clean, shiny copper, etc..
Priced to move at $200 including UPS ground shipping.
(That breaks down to $50=xmtr, $50=supply, $100=rcvr.?? )
Sorry, package deal only.

73.........Glenn  N2BJG     gfiner@nms.com




From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: rlahlum@juno.com (Ross J Lahlum)
Subject: FPorzelt@seic.com: Books; where?
Message-ID: <19970422.230455.11622.1.rlahlum@juno.com>


Hi All.
	
	Over the last month or so, I've managed to pick up a few
interesting 
books, like: 
	- Television Engineers Pocket Book, PJ McGoldrick, sixth edition,
1973
	- Dictionary of Electronic Terms, Allied Radio, 7th edition, 1967
	- Experiments with Electricity, Beeler & Branley, 1949
	
Beeler & Branley!!!
 My first gurus... I got that book as a mere lad of 8
(must have been a later edition ;-) and it got me so interested in
electricity
that's all I ever wanted to do.  That led to Mr. Wizard, then the Boy's
First Book
of Radio (Marcus?) and on & on... Couldn't even spell engineer back then,
but now I are one.  Still have the book, too.  My kids think it's a
little quaint, 
but they humor me when I read it to them.	
Thanks for the memory jog!
73,
Ross KB9JJR


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: "John H. Dilks III" <oldradio@worldnet.att.net>
Subject: FS = RS-6  (May be a Spy Radio, maybe not?) Anyway it's For
Message-ID: <19970422222359.AAA7724@LOCALNAME>


For Sale

        RS-6  (May be a Spy Radio, maybe not?) Anyway it's For Sale!

This little beauty can be yours and you can call it anything you want once
you own it. Note: New owner must be "thick skinned" if it's called a "Spy
Radio" :-)

Included:
   
   Serials #'s
   RR-6 3769
   RT-6 3837
   RP-6 4681
   RA-6 unknown

   1 (1-1/2 cu ft. approx) lot of new spare parts (most still military wrapped).

   The lowest price I will take is $400.  I will bring it to the Downingtown
Antique Radio Auction this Saturday if anyone is interested and they will be
there.  (I must have the money before the Auction - I don't want the buyer
to spend it in there - I want to do that.)  --- so, let me know.

73' John Dilks, K2TQN
-------------------------
 A brief discription is in order:  "Radio Station RS-6 is a compact
four-unit set for transmitting CW and receiving CW or AM.  It operates from
a-c, storage battery, or hand generator, and consists of Transmitter RT-6,
Receiver RR-6, Power Supply RP-6, and a Filter-Accessory Unit RA-6." (From
the manual)  The TX and RX are 6 3/4 x 5 x 2 1/4 inches with rounded corners
and recessed controls.  The were ostensibly designed to fit in a trench coat
pocket.  All cables are contained in the units.  The frequency range is 3 to
16.5 MC. The RR-6 is a superhet using 6-volt subminiture tubes.  The RT-6 is
a crystal controlled 6AG5 driving a 2E26 delivering about 10 Watts.
        This set was covered by a one page article in the AWA Old Timers
Bulletin for February 1993.  The info in this article was mostly drawn from
the tech manual, but there was a suggestion that these sets were issued to
B-47 bomber crews in the 1950's.  --- thanks to Al Klase for this.
.=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=.
|     73's from John H. Dilks, K2TQN, oldradio@worldnet.att.net      |
|                                                                    |
|  New 4-12-97: Brochure of Radio Station "WPG" Atlantic City c.1925 |
|   + Big Radio Auction April 26 - Get the Auction Catalog Here +    |
|                                                                    |
|   The New location for the NJARC is http://www.eht.com/oldradio    |
|        If you have an old (ver.1 type) Browser try                 |
|              http://www.cyberhost5.com/eht/oldradio                |
|   There's always something new about old radio on our Web Page.    |
|                   We update it every week!                         |
`=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=' 



From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: "David L. Thompson" <thompson@mindspring.com>
Subject: FS: Antique radio mag/handbook/misc 
Message-ID: <1.5.4.16.19970422214917.34ffbce4@pop.mindspring.com>

Just a few things for sale.  Please e-mail, no phone calls.

Antique Radio Classified July 1996 to Feb 1997  Extra and don't need
$15 for the set shipped in CONUS.  

1970 ARRL Handbook  fair/good and all together $12 Shipped CONUS.

Rare "6 UP, the VHF magazine"  Nov/Dec 63 and  March 64.  $5 for both
shipped CONUS. 

Shipping outside CONUS extra...  

73, Dave K4JRB
thompson@mindspring.com

OK in the Call Book and FCC Data bases on the web...........  




From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: Brian.Harris@sv.sc.philips.com (Brian Harris)
Subject: FS: Knight RX / TX
Message-ID: <00009406.1914@scs.philips.com>

For Sale or Trade:

Knight R-100 receiver - good panel, right knobs, needs cabinet respray, very 
restoreable, never turned it on since acquisition - first $60 (FOB) takes it.

Knight T-60 transmitter - very good panel, missing one small knob, some new 
caps installed, puts out RF - first $30 (FOB) takes it.  


Brian Harris WA5UEK
972-596-2914 home 9-12 pm Central
972-644-1610 work 8- 6 pm


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Bob Rolfness <rsrolfne@atnet.net>
Subject: FS: RBM-5
Message-ID: <335D4AC5.3D33@atnet.net>

Hello All - 

Watching the thread about the RBM-5 set of receivers?  I have a pair for 
sale.  These are the model with seperate 115 volt AC power supplies for 
each of the LF and MF receivers.  Cost $75 for each receiver plus UPS.  
Includes a copy of the manual.

If interested, lets talk.

73's  Bob  W7VZX


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: "Richard L. Duell" <rduell@iac.net>
Subject: Re: Grounding
Message-ID: <2.2.32.19970422230658.00bb528c@iac.net>

At 06:55 AM 4/22/97 GMT, Don Reaves  WA5BBS wrote

snip

>My cold water copper >pipe runs through the shack, and that's where I get
ground.
>I spent a >nasty day under the house removing plastic couplings and sweating in
>copper when I first discovered this plumbing error!  All the shack BA rigs
>are attached to this ground bus with 1.5 inch wide ground Brand-Rex strap
>removed from old IBM mainframe computer hulks. 

If you have a newer house I can almost guarantee that your water line into the
house is pvc.  Not much ground there.  I watched my house being built and the
copper pipe goes right to the PVC.  I ran #4 copper wire around my basement 
foundation before the contractor backfilled it.

73, Rich - W5VDU



From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: John Kolb <jlkolb@cts.com>
Subject: Re: Grounding
Message-ID: <Pine.SCO.3.91.970422220351.15979D-100000@sd.cts.com>

On Tue, 22 Apr 1997, Bob Roehrig wrote:

> On Tue, 22 Apr 1997, Don Reaves wrote:
> 
> > Kevin Gallagher wrote:
> > >                                  ...ALL your grounds should be at the
> > > same potential,ie tied together and preferably with at least #6 solid
> > 
> > But what do you do when your electrical service entrance is at one end of
> > your home, and your shack/workshop is at the other?  Surely the 80+ feet

If you tie your shack ground to the water pipe at one end, and tie the
wapter pipe to the power line ground where it's closest, you'll have one
heck of a ground system and conform to the code. 

John KK6IL




From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: dr.electron@juno.com
Subject: Re: Grounding
Message-ID: <19970423.070118.9990.2.dr.electron@juno.com>


On Wed, 23 Apr 1997 05:07:14 GMT John Kolb <jlkolb@cts.com> writes:
>On Tue, 22 Apr 1997, Bob Roehrig wrote:
>
>> On Tue, 22 Apr 1997, Don Reaves wrote:
>> 
>> > Kevin Gallagher wrote:
>> > >                                  ...ALL your grounds should be 
>at the
>> > > same potential,ie tied together and preferably with at least #6 
>solid
>> > 
>> > But what do you do when your electrical service entrance is at one 
>end of
>> > your home, and your shack/workshop is at the other?  Surely the 
>80+ feet
>
>If you tie your shack ground to the water pipe at one end, and tie the
>wapter pipe to the power line ground where it's closest, you'll have 
>one
>heck of a ground system and conform to the code. 
>
>John KK6IL
>
>
>
No, you cannot use the water piping as your ground. The water piping is
grounded to ensure that in the event a live conductor should contact the
piping, overcurrent protection, i.e. breaker or fuse will open
immediately. BTW this does happen occaisionally.
Ouch!
Rich P.
	#		#		#


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: "Shaun P. Merrigan" <merrigan@ee.ualberta.ca>
Subject: Hollow State Newsletter
Message-ID: <335E3D41.1A0A6983@nyquist.ee.ualberta.ca>

I just received HSN #40 yesterday, and the editor (Reid Wheeler) is
urgently needs material for publication.  So if anyone has been thinking
about cobbling together a short piece on virtually any hollow state
subject, now is the time to do it.

As Reid says, "I am now suffering from a severe shortage of quality ....
material."

If you have material that is suitable for HSN, you can snail mail Reid
directly, or e-mail the material to me and I will forward it to him. 


Hollow State Newsletter 

Editor's address (for submissions)

Reid Wheeler
5910 Boulevard Lp SE
Olympia, WA
98501-8408

And the Publisher's address (for subscriptions)

Ralph Sanserino
P.O. Box 1831
Perris, CA
92572-1831

Ralph's e-mail address: 74041.2430@compuserve.com

Thanks everyone.

Shaun
-- 
Shaun P. Merrigan
Electrical Engineering Student
University of Alberta
Edmonton, Canada
Murphy's Sixth Law: If you perceive that there are four possible ways  
in which a procedure can go wrong and circumvent these, then a fifth
way, unprepared for, will promptly develop.



From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Don Reaves <dr@cei.net>
Subject: Homeless Super Pro PS Cover
Message-ID: <Pine.LNX.3.91.970422213327.32710D-100000@kc5jh.reaves.net>

This Hammarlund Super-Pro Power Supply cover needs a new home. It still
has the label intact (serial 390), looks original, comes complete with
dust and one dime sized area of rust.  No dents or dings. This is the
cover ONLY.  I owned the power supply this came from once upon a time, and
it was a rack mount model.  Can't locate the current PS owner.  Shipping
expenses requested or swap for any old dud Eimac glass tube.

---
Don Reaves  WA5BBS   dr@cei.net
46 Arbor Oaks Drive 
N. Little Rock, AR 72120 



From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: Mike Warren <m_warren@compuserve.com>
Subject: re: I-177 Tube Tester info
Message-ID: <199704230854_MC2-14CF-874F@compuserve.com>

Hi Barry, Keith and Gang,

Message text written by INTERNET:boatanchors@sco.theporch.com
>Subject: Re: I-77B tube checker info

> Well I got home from Belton just a tad heavy than when I left. Anyway I
came
> back with an almost mint I-77B tube checker and was wondering if anyone
has
> a later tube info guide they wouldn't mind copying for me. The one that I
> have is dated 30 Oct. 46. Is there anything later than this?
 
>My TB 11-2627-2 is dated 11 Jun 51. 
>The TB doesn't have the data for 5814A's, which I need to check on a
R-390A. Anyone else >have a more updated version than mine? 

Here is the info from my I-177B Tube Tester Data Cards:
TB 11-2627-2 change 1., 5 Oct. '53
TB 11-2627-2  16 Oct. '52 (supercedes TB 11-2627-2 of 11 Jun '51 & change
1. of 31 Jan. '52)

The 5 Oct. '53 cards list 5814's but require the MX-949/U adapter.

On the same subject, I contacted the gentleman that advertises I-177B
upgrades on one of the rec.audio newgroups.  He
"buys/sells/repairs/calibrates all types of tube testers" and provides the
following services for the I-177:
1. Calibration - $37.50
2. Modification to be able to test 9-pin minature tubes - $50 + shipping
3. Custom settings for non-listed tubes. - $5 per tube type
He mentioned that he has a 1959 supplement for the I-177B for use with the
MX-949/u adapter and he also has a tube tester "book/bulletin list" that he
will e-mail.  His name is Bill Waters and his e-mail address is
'wate@erols.com'.

73,

Mike W5MAZ (in MN)
m_warren@compuserve.com
(still looking for A and B supplements to TM 11-2627)


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: "Lon W. Cottingham" <k5jv@swweb.net>
Subject: Internet Server Problems
Message-ID: <335E1F2A.CF4@swweb.net>

Greetings to all,

	My Internet Server went down late Saturday evening and I am just not
getting back on line with a new server.  Please not my new E-mail
address below.  I still have not been able to retrieve  my E-mail from
the old server.  If you have sent me E-mail from Saturday afternoon on,
please send it again to the new address below.  I will continue to
attempt to retrieve the mail from the old server but fo not hold out
much hope.

		New E-mail address is k5jv@vonl.com

		Juno has always been a backup k5jv@juno.com

73 de Lon, K5JV


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: Mike Warren <m_warren@compuserve.com>
Subject: Iowa Hamfest 4/26/97
Message-ID: <199704230703_MC2-14C7-3FAE@compuserve.com>

Hi Gang,

Don't recall seeing this one mentioned before.

"DMRAA Hamfest, Sat. April 26, 0800-1300, Tourism Bldg., Iowa State
Fairgrounds, Des Moines, IA".  $5 admission; talk-in on 146.34/.94.

73,

Mike W5MAZ (in MN)
m_warren@compuserve.com


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Jay Coward <jayc@hpcmrd42.sj.hp.com>
Subject: MIL scope ID
Message-ID: <9704222319.AA13106@hpcmrd42.sj.hp.com>

Greetings to the Group,
 Please help ID this O'scope:

  OS-206/GGM-15(V)
  CONTRACT N00612 
  73-C-0096
  MFR DIGITECH
  S?N XB25

This unit is rack mount,7" ht. CRT is on the left
and all the basic scope controls are on a hinged panel
to the right.Open the panel and all circuits are on
plug in pc boards.The only conections are the AC cord
and a 25 pin "D" on the rear of the unit.My guess is 
that there was a separate unit that pluged in to provide
the input terminals.
 I know this is a ss unit, but it has a CRT (an excuse
I've heard here before) and it does take up valuable
space,is bulky to move around and fits the "don't bring
this home" catagory,but I got it for a $1 and it could
be made to work as a station monitor.
 All help appreciated.
 73 Jay


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: NavRad41@aol.com
Subject: Military Radio Manuals FS
Message-ID: <970422221948_-1769198162@emout01.mail.aol.com>

Hello,
The following is a list of manuals that I have for sale.
Shipping is extra.

1.  ARC-3  maintenance handbook.  T.O.12R2-2-ARC3-2   150+pgs.
            $20.00
2.  BC-375-E trans.  op.& maintenance  T.O.08-10-139   88pgs.
                   $10.00
3.  Collins 51J-4 rec.  original
                                                                    $20.00
4.  GRC-9/A,X&Y  TM11-263    252pgs.    Qty-3
                                         $20.00
5.  GRC-27/A  (T-217A trans., R-278B rec.& associated equip.) 200+pgs.
                     NAVSHIPS 0967-031-8010
                                                 $20.00
6.  GRC-106/A  maintenance TM11-5820-520-34  photocopy  200+pgs.
        $15.00
7.  CV-591   SSB adaptor  NAVLEX 0967-LP-051-2010   50+pgs.
                $15.00
8.  I-56-C,D,H&J test sets  TM11-303  Weston tube tester models 104 & 1183-SC
                       includes VT tube chart & test data
               97pgs.           $15.00                    9.  R-274 (SX-73)
rec.  TM11-897   104pgs.  Qty-2                                      $10.00
10. R-274B (SP-600JX) rec.  NAVSHIPS 91661        41pgs
                        $10.00
11. R-388 rec. TM11-854                                         135pgs.
                    $15.00 
12. R-1051/B rec. maintenance standards NAVSHIPS 0967-970-9050  30+pgs. 
                            Qty-2


                                                                       $10.00
13. R-1051/B rec. technical manual vol.-1  NAVSHIPS 0967-970-9010  200+pgs.
w/several foldouts. Temporary changes T-2,3,4&5  not a complete manual
   $20.00
14. R-1051/B rec. technical manual vol.-1  NAVSHIPS 0967-970-9014   50+pgs.
 w/several foldouts. Temporary changes T-2
                                               $10.00
15. R-1051 & WRC-1 repair of type 2N modules  NAVSHIPS 0967-034-2000  34pgs.







































                                                                       $15.00
16. WRC-1 radio set (R-1051rec., T-827trans.& AM-3007 RF amp.)  300+pgs.
NAVSHIPS 0967-971-0010  vol.-1 w/several foldouts  Complete manual
       $45.00
17. RAK-7 rec. IB-38219-e   75pgs   NOS
                                                 $20.00
18. RBA-5a/RBB-2a/RBC-3a  instruction book  modified to operate from
115/1/400






































                                                                        $8.00
19. RBB/RBC-1 rec.  IB-38094-1       NOS                           100+pgs.
        $20.00
20. SCR-508/528/538  (BC-603 / 604)  TM11-600                 237pgs.
          $20.00
21. SCR-543-A,B &C  (BC-669)  TM11-625                          143pgs.
          $10.00
22. SCR-608 / 628  (BC-683 / 684)  TM11-620                      194pgs.
         $20.00 
23. SCR-609 / 610/A&B  (BC-659)  TM11-615 with supplements 110+pgs.   $10.00
24. TCK-4 & 6 trans.  GEI-18806  preliminary                         81pgs.
         $20.00
25. TV-3B/U tube tester  NAVSHIPS 91747 has obsolete T.T. data
             $15.00
26. TV-7/A,B& D tube tester  op. & maintenance TM11-6625-274-12  Qty-3
 44pgs.







































                                                                       $10.00
27. WRT-1A trans. NAVSHIPS 95900A                                   200+pgs.
    $20.00
28. WRT-2 trans.    NAVSHIPS 93319
                                    250+pgs.    $20.00

If interested contact:
Steve Finelli N3NNG
37 Stonecroft Dr.
Easton, Pa. 18045
610-252-8211
NavRad41@aol.com

73, Steve

                 


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Richard Post <POST@ouvaxa.cats.ohiou.edu>
Subject: NC-46 speaker question
Message-ID: <A5511ZWURPHD37*/R=OUVAXA/R=A1/U=POST/@MHS>

Lovers of things thermionic,

Found a National speaker at a local hamfest that has the bottom chrome
stripe with similar design to the  NC-46 leading to my conclusion that it
is a match.  Has the diamond logo and the bars in front as well as the
deeper blue-ish gray color of the 46.  It also has brownish grill cloth
reminiscent of a Philco console  vintage middle 1930's with a small "V"
design.  Cloth has a tear in it.  Anyone know if the grill cloth is
original?  The speaker inside is smaller than 8 inches with a large
older-style round permanent magnet and brownish-color paper cone.  Reminds
me of speakers in some of the old farm sets.  The wire for connecting to
the receiver is brownish-color cloth covered.  The speaker is on a black
ring that is bolted to the 8 inch mount bolts.

Will probably use it with my NC-200 for which I do not have an original
speaker, just a home brew combination with the 6V6 push-pull output
transformer.

The speaker looks a lot like some of the early (late 1930's) units sold by
National as shown in the catalog in the back of Handbooks of the era,
except for the color and chrome.  The speakers in the catalogs look to be
black wrinkle.

73, Rich    KB8TAD    <rpost1@ohiou.edu>




From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Keith Heitzmann <kk5fe@communique.net>
Subject: Need dial glass for a Ranger 
Message-ID: <2.2.16.19970422153100.50d7ba64@mail.communique.net>

Hi all,
Picked up a Ranger I, but it looks like someone replaced the original with a
Ranger II freq. dial glass (brown letters and has 6 meters). Would like to
get it back to the way it was. If any one has an extra, also the glass from
a Valiant would work, please let me know.
Thanks,
Keith  KK5FE


_____________________________________
       -------Keeper of all that I buy-------
                    ----AMI# 837----
-----Visit my Vintage Radio Web Site----------
----http://www.communique.net/~kk5fe-------
_____________________________________



From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: "Cal J. Eustaquio" <ceustaqu@polymail.cpunix.calpoly.edu>
Subject: New cabinet for GPR-90
Message-ID: <Pine.A32.3.91.970423010636.22756A-100000@violin.aix.calpoly.edu>

Hi folks:
I aligned the '90 today. Additionally, I polished up the front panel with 
Meguiar's Cleaner. Lookes great. I discovered the phase control knob was 
incorrect. At first blush, you couldn't tell. But apparently, someone 
installed a Dakaware "Collins" small knob in place of the proper "GPR" 
Dakaware knob. I found a spare medium Dakaware knob in my stash and 
installed the small knob skirt on the medium knob. Viola: a new TMC knob 
for the phase control! 

Finally, the crowning achievement was putting the rx into the Premiere 
cabinet. Really nice looking. In fact, the perforated grill at the top 
gave that "constellation effect" with the #47 lamps beaming through it. 
Encountered another problem. BFO failure. Don't know how it occurred but 
I'll be troubleshooting that one. When BFO is enabled, the rx sensitivity 
goes way down. Could barely hear the BFO signal when it beats agains a 
local heterodyne. Any guesses? O.k. Gotta go. Still taking pixs of the 
project. Cal, N6KYR.


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: "Roberta J. Barmore" <rbarmore@indy.net>
Subject: of grounds and braids
Message-ID: <Pine.SUN.3.91.970422175457.8220A-100000@indy3>


Hi!

   I'm in "busy" mode once again, but noticed my comment to the effect 
that braid wasn't a great RF/lightning ground conductor caused some 
comment.  (As intended!)

   Several folks have suggested why.  Braid is a lot of little strands
that don't travel in a straight line.  In many cases, they're tinned...and
solder is not as good a conductor as copper. 
   To be sure, the inductances of the strands are in parallel, and the
resultant is the inverse of the sum of the inverses, just like paralleled
resistors, but it's small help. 
   Lightning does not do math well.  It's a *lot* of power (volts AND 
amps!), with a fast risetime.  Good mental models are a "step" (rapid 
increasefrom zero to lots of volts) or superduper high power VHF.  It 
wants to go in *straight* lines and it doen't care much about what's in 
the way.  It finds any amount of inductance annoying.
   In the case of old, mildly oxidized braid, lightning usually jumps all
the wire-to-wire gaps to go straight through the stuff, which creates lots
of hot little sparks.  It's mostly moving on the *outside* of the braid
and to some degree on the outside of the strands--the resistive part. 
More heat!  Result, the braid melts *rapidly.* This is not a good thing. 
It can even be loud. 

   So in my opinion and experience (yes, I have seen the aftermath and
it's not nice), braid is last choice for an RF/lightning conductor.  Best
is copper strip of some width; next best, 1/2" to 1/4" soft copper pipe; 
after that, fat *solid* wire (or several of 'em, insulated and not
twisted); then fat stranded wire; last, braid--and at that, bare copper
skun from RG-8 is a better bet than the fancy tinned stuff. 

   For short runs to a station ground bus, you can probably get away with
it.  About anywhere you can work with braid, you can work with strips of
flashing copper, though, so it's usually worthwhile to use the good stuff. 
In tight quarters, a *short* run of #12 or so will do--bigger is bette, of
course, but there are practical limits. 

   73,
   --Bobbi  


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: arc5@ix.netcom.com
Subject: oops on -906
Message-ID: <19974236235426500@ix.netcom.com>

Bill is correct!  That's what I get for getting in 
a hurry and trying to do this in the middle of packing.
The BC-906 picture I saw....wasn't!
The ZB system is still pretty neat, thought... ;-)

73 Dave AB5S




From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: John Kolb <jlkolb@cts.com>
Subject: Re: OS-252
Message-ID: <Pine.SCO.3.91.970422220127.15979C-100000@sd.cts.com>

On Tue, 22 Apr 1997, Ken Warren wrote:

> Hi Gang, does anyone know what the commercial model number is for a military
> oscilloscope designated OS-252?
> I belive the manufacturer is Dumont but not sure.
> 
Well the Dumont 1950 system was the AN/USM 281 (have the sales literature 
right here) but that sounds like a newer numbering system than OS-252.
Of course, Dumont has been making scopes a LONG time.

John  KK6IL



From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: "Gary F. Franklin" <franklin@net-link.net>
Subject: Pesky KWS-1 Problem
Message-ID: <335D8A6D.1787@net-link.net>

I have a pesky KWS-1 problem that has moved from the intermittent to the consistent 
state.   The problem is an RF circuit problem. A fluctuating RF signal, resulting in a 
fluctuating output on the 40 through 10 meter bands. This can be seen when observing the 
PA Grid drive with the Carrier Control advanced and the Emission switch in the CAL 
position. 80 meters functions normally.

The same fluctuations can be observed while measuring the signal, with an RF probe, at 
test point VIF (J206). Also the driver plate circuit at (J201).

Here is the dilemma!  I know that the 250 KC signal from the mechanical filter, 1st 
mixer, VFO and the 1st and 2nd RF amplifiers generate a 3.5 to 4.0 mc signal. When in 
the 80 meter position this signal is coupled by C293 to switch S201C. From there the 
signals are passed directly to the driver stages, explaining why 80 meters works 
normally! 40 thru 10 meters are achieved by a frequency conversion scheme made up of the 
2nd mixer, Crystal oscillator, 3rd and 4th RF amplifiers. The output of these stages are 
passed to the driver stages, which would indicate to me that since 80 meters functions 
normally then the problem with 40 through 10 is in the frequency conversion stages, some 
where!.  

Interestingly though when I probe test point VIF I see signal fluctuations. Test point 
VIF is at the head of the frequency conversion stages (grid of the 2nd mixer (V204)).  
VFO output (test point J203) is strong and steady.  The output of the crystal oscillator 
(test point J205) is strong and steady.

It seems as though the problem is between the grid of the 2nd mixer (V204) and the 
switch S201C. The only thing between those points are a coupling cap C232, which I have 
replaced and the following which I have not checked. R245 a grid loading resistor , R218 
grid resistor and C236 grid filter.  

Am I on the right track? any other suggestions??  Working in this area of the 
transmitter is no easy task, shielding gets right in the way.  Would like some input 
before I tear back into this beautiful transmitter.

Thanks
Gary  K8BKB

franklin@net-link.net


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: k7sz@juno.com (Richard H. Arland)
Subject: Re: Popular Electronics WPE Calls
Message-ID: <19970422.215231.6959.2.k7sz@juno.com>

Oh YEAH! 

The Great Circle Shortwave Society was formed in early 1980 to cater to
us "Old Timers" that have WPE callsigns. The club folded in the mid-80s
due to lack of interest and a static (about 100 members) membership. 

Harold Cones, WPE4OO, the co-author of the outstanding and authoratative
book on the Zenith TransOceanics, was the president of the GCSS. I was
the Secretary. We published a quarterly newsletter called the "Call
Letter". 

If there is any interest, I think I could coax Harold out of retirement!

73 rich K7SZ, WPE7BYR


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: k7sz@juno.com (Richard H. Arland)
Subject: Re: Popular Electronics WPE Calls -Reply
Message-ID: <19970422.215232.6959.4.k7sz@juno.com>

Thankfully I do have my original certificate. 

The GCSS issued their own certificates, not based upon the original
design in any way (didn't want to run afoul of any copyright laws). 

Hank Bennett was doing them for a while (there were renamed "WDX" at that
time) but the certificates were similar (if I remember correctly). Tommy
Knightel was issuing some kind of "monitoring callsign" through his
company CRB Research, also. Not sure whether or not he still does.

We (Harold Cones, WPE4OO and I) contacted Tommy Knightel at Pop Comm
(Tommy was the original WPE dude) and he had absolutely no interest at
all in resurecting the WPE program...this was back in the early 1980s.
This was probably predicated on the fact that the WPE program would
provide competition for his CRB Research monitoring callsign business.

However, you never can tell...the way this nostalgia craze is gripping
the country in general and us baby-boomers in particular, Popular
Electronics or Pop Comm might take the ball and run with it....doubtful
but one never knows.

73 rich K7SZ  WPE7BYR


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Stefan A Schulz <sas1757@tntech.edu>
Subject: R-390A question...
Message-ID: <Pine.PMDF.3.95.970422195534.539044209A-100000@tntech.edu>


URR enthusiasts,

	What should the carrier level meter on R-390A read when the
calibrator is on and zero beat? I just sorta wanted a concensus on the
subject.


Thanx,


BABABABABABABABABBABABABABABABABABABABABABABA
BA                                         BA
BA             Stefan Schulz               BA
BA   Tennessee Technological University    BA
BA        Cookeville TN 38505-001          BA
BA          SAS1757@tntech.edu             BA
BA          Physical Chemistry             BA
BA                Student                  BA
BA                  and                    BA
BA               BA newbie                 BA
BA                                         BA
BABABABABABABABABABABABABABABABABABABABABABAB

                   Interests:
       regens, military radio, photography,
   and all that other related expensive stuff!
  




From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: Morris Odell <morriso@vifp.monash.edu.au>
Subject: Re: R-390A question...
Message-ID: <335D92FF.52E6@vifp.monash.edu.au>

Hi Stefan and fellow filamentarians,

>         What should the carrier level meter on R-390A read when the
> calibrator is on and zero beat? I just sorta wanted a concensus on the
> subject.

This is not specified in the manual and I suspect was not subject to
control by the engineers who designed the set. It is only intended to be
a fairly precise source of a calibration signal for frequency, not
amplitude.

The short answer is "strong". I find that the level varies from band to
band and is generally around 30-40 db or more (whatever that means). It
usually peaks at a different setting of the antenna trimmer control than
the received antenna signal.

73

Morris VK3DOC
------------------------------------------------------------------
Morris Odell                 Victorian Institute of Forensic Medicine
Forensic Physician                  57-83 Kavanagh St, Southbank 3006
mailto:morriso@vifp.monash.edu.au                 Victoria, Australia
http://www.vifp.monash.edu.au/CFM/staff/mo.html
------------------------------------------------------------------


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu>
Subject: R390A AGC Problem - Fixed!
Message-ID: <v03007806af831079a5b2@[134.53.65.12]>

Hi Gang,

I fixed the AGC problem on my R390A. As I suspected, the 2uF/500V cap that
is switched in on the Med and Slow AGC position was leaky. I found a
replacement non-polarized  1.5uF/250V cap in my junkbox, and patched it in
temporarily (until the 2.2uF/630V cap I ordered from Digikey arrives).
Getting access to the terminals on the old cap was a bit difficult, but I
finally removed the multipin connector and bent the wiring harness out of
the way. That made access much easier.

 Now the radio seems to work fine. My only quibble is that the attack time
is quite slow in the SLOW and MED position, but I'm pretty sure that's a
design problem. In any case, I'm finding the R390A to be a heck of a good
receiver -- especially on 160m and 80m. I bet it holds its own against
strong signal overload better than most any modern receiver.  I now see why
the receiver has so many devoted fans!

Thanks to all who offered advice.

73,

Jim Garland W8ZR




From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: "Thomas  A. Adams" <103360.2133@CompuServe.COM>
Subject: Re. Knight T-50 meters
Message-ID: <970423053940_103360.2133_JHL58-1@CompuServe.COM>

Hello John.

Re. the wildly wiggling meter movement on the Knight T-50:

These things were the cheapest meter movements known to man, iron vane jobs
made, I believe, by Elmenco. The Allied catalogue used to list 'em at about
$2.50 each. You got what you paid for.   :-)>

I have seen a number of T-50s with the meter replaced by Elmencos. Usually, the
movement didn't tear itself apart from all the flailing around, but it WOULD
eventually get sticky. 

Even more seriously, after a while the meters would try to read BACKWARDS; when
the key was pressed, the needle would take off toward the bottom stop! This
could usually be remedied by giving the meter case a solid thump with your
finger, with the key held down. Don't ask me WHY that worked, but it did!

I got lucky with my pet T-50; the meter still works fine (where's some wood to
rap my knuckles on???).

Actually, most users discovered fairly early in the game that they could tune up
quite nicely without the meter. They'd look thru the ventilation holes in the
cabinet top, and tune for a sharp shift in the blue electron pattern inside of
the 807, which occurs at the plate current dip.

                                                                                 
73's,

                                                                                 
Tom, K9TA, WPE9GSX



From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: TimC <tconst@world.std.com>
Subject: SB-610 parts swap
Message-ID: <Pine.SGI.3.95.970422221332.23322B-100000@world.std.com>


Hi gang,
I have a SB-610 monitor scope which is wired for the Heathkit
3000K-6000K IF using the two coil set of #40-602 and #40-748.
What I need is to change this to an IF of 455K using a #40-746 coil.

Does anyone have a #40-746 coil they would be willing to swap for the
other two coils I have?

This is a 2 for 1 deal!

Tim
wb1exg
Cambridge, MA





From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: KA9EGW@aol.com
Subject: shack cleaning update
Message-ID: <970423082642_1412779097@emout10.mail.aol.com>

OK, the deal to sell the whole pile as one pile fell through.  I'll be
piece-parting it; if everyone that's already wrote to me expressing interest
follows up, the pile will be gone.  Sorry for those who missed the
opportunity.  Sorry also I can't accommadate orders for specific items.


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: "Broline, Nick (Tracor MS Mail)" <ENB@eng1.tracor.com>
Subject: Solar and Eico Cap Analyzer Schematics????
Message-ID: <c=US%a=_%p=Tracor%l=TRACOR/AUSTIN/00047550@ems1.tracor.com>

An old Solar capacitor analyzer model "CE" followed me home from Belton.
 Seems to approach working state, but with some uncertainty as to how it
is "supposed" to function.  As any good Solar product should be, it is
loaded with Solar paper caps (surprise, surprise!).  In order to check
the Solar caps, one needs still another capacitor analyzer, doesn't one?
 So an Eico 950B followed the Solar home!  The Eico works on some
ranges, not on others.  Eye tube is weak, but functional.

Need schematics/manuals on both, and comments as to frailties, strong
points, and general criticism are welcomed. Any clue as to period of the
Solar?  It has cloth wire insulation, and general appearance of
1936-40's hardware.   Normal compensation, of course.

When I get both working to perfection and calibrated, one will be
looking for another home.

I did confirm that both have their high voltage dc test voltage present,
meaning that the low current power supply windings had not been killed
by bad filters!

Thanks for the effort and great net!

Nick Broline W5FUA
nick_broline@tracor.com


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Ronnie Hull <larebel@ms1.nwla.com>
Subject: SX122
Message-ID: <1.5.4.16.19970422202906.1c972674@ms1.nwla.com>

Gentleman

I had a friend call me today and tell me that he
had an old reciever, told me it was a hallicrafters
SX122. Im not familiar with this reciever. When was
it made, gen coverage or ham bands only? Is it worth
the 40 bucks he is wanting? He says he has the speaker
manual and that it looks pretty good and works.

hmmm... all I need, another BA!

Ronnie
 --------------------------------------
| Ronnie Hull - W5SUM  ex-WB5AIA       |
| 3131 Meadow Parkway dr.              |
| Shreveport, La 71108                 |
|                                      |
| 318-688-1389  318-687-3135 Fax       |
| 10X - 2019 "try ten meters!! "       |
|                                      |
| looking for a Johnson 500            |
| (go ahead and snicker!! )            |
 -------------------------------------- 



From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: Ed Tanton <n4xy@bellsouth.net>
Subject: Re: SX122
Message-ID: <3.0.1.32.19970423041012.009fdd80@mail.atl.bellsouth.net>

Hi Ronnie... the SX-122 was a gen covg. double conv. superhet with 11
tubes plus semiconductors mfgrd from 1964-1968. Typical HF coverage
w/S-meter, Bandspread, BFO, Ant Trimmer, ANL, and Mute capability;
AM/SSB/CW modes; IF: 1650 & 50 kHz; Product detector for CW/SSB.
6AU6-style tubes-mostly. 5Y3 rect. Weighed 29 lbs. Cost new: ~$300.
Present Value $130-190. All this from: <underline>Shortwave Receivers
Past & Present</underline> 2nd edition by Fred Osterman. I highly
recommend book... and for that matter, @ $40, the rcvr as well.

72/73 

__________________________________________________________

Ed Tanton   N4XY		             EMAIL: n4xy@bellsouth.net   

189 Pioneer Trail

Marietta, GA  30068-3466	       TEL: (770)579-3933 V/MBX/FAX

__________________________________________________________

QRP-ARCI #7663      G-QRP #6779     OK-QRP #172	QRP-L #758

AdvRC #140             NORCAL #1779              NCDXF             SEDXC


Life Member:          ARRL          AMSAT          INDEXA           QCWA

__________________________________________________________


INTERESTS:  DX   QRP   BoatAnchors  Test Equipment  Photography

	CW: 99.9%   QRP: 95-100% (Mood swings!)

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

"Think you can, think you can't: either way you're right!"      Henry Ford

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: Bob Roehrig <broehrig@admin.aurora.edu>
Subject: Tek 547 help needed
Message-ID: <Pine.ULT.3.95.970422184009.12242A-100000@admin.aurora.edu>


I wracking my brain trying to remember who our resident "expert(s)" is
(are) on Tek scopes. Anyway I have a 547 that has a HV problem. The
6AU5 runs red-hot and no raster. It is oscillating about 45KC and the
plate P-P voltage is about half what it should be. Grid signal swings
between 0 and -40V. When the B+ first kicks in the plate signal jumps
up/down wildly a few seconds, then settles down to about 100V P-P.
Subb'd both C806 and C808 - same thing. Any hints to what to try next?
Is this a common failure mode of these anchors?


        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530



From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: KA9EGW@aol.com
Subject: the obvious...
Message-ID: <970422174117_1087597676@emout20.mail.aol.com>

Q:  How many mailing list subscribers does it take to change a light
bulb?

  A:  1,331:

         1 to change the light bulb and to post to the mail
           list that the light bulb has been changed

        14 to share similar experiences of changing light
           bulbs and how the light bulb could have been
           changed differently.

         7 to caution about the dangers of changing light bulbs.

        27 to point out spelling/grammar errors in posts about
           changing light bulbs.

        53 to flame the spell checkers

       156 to write to the list administrator complaining about
           the light bulb discussion and its inappropriateness
           to this mail list.

        41 to correct spelling in the spelling/grammar flames.

       109 to post that this list is not about light bulbs and
           to please take this email exchange to alt.lite.bulb

       203 to demand that cross posting to alt.grammar,
           alt.spelling and alt.punctuation about changing
           light bulbs be stopped.

       111 to defend the posting to this list saying that we
           are all use light bulbs and therefore the posts
           **are** relevant to this mail list.

       306 to debate which method of changing light
           bulbs is superior, where to buy the best light bulbs,
           what brand of light bulbs work best for this
           technique, and what brands are faulty.

        27 to post URLs where one can see examples of
           different light bulbs

        14 to post that the URLs were posted incorrectly, and
           to post corrected URLs.

         3 to post about links they found from the URLs that
           are relevant to this list which makes light bulbs
           relevant to this list.

        33 to concatenate all posts to date, then quote
           them including all headers and footers, and then
           add "Me Too."

        12 to post to the list that they are unsubscribing
           because they cannot handle the light bulb
           controversy.

        19 to quote the "Me Too's" to say, "Me Three."

         4 to suggest that posters request the light bulb FAQ.

         1 to propose new alt.change.lite.bulb newsgroup.

        47 to say this is just what alt.physic.cold_fusion
           was meant for, leave it here.

       143 votes for alt.lite.bulb.



From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: rlahlum@juno.com (Ross J Lahlum)
Subject: Tom Norris <badger@telalink.net>: RF grounding and lightning protection
Message-ID: <19970422.230455.11622.2.rlahlum@juno.com>

Tom wrote:
>Think of each individual strand on wire in the braid as an individual
>conductor,
>as they will become because of the corrosion caused just by its exposure
to
>air, and worse if buried. Visualize each strand as and individual
inductor --
>what happens to inductance if put in parallel? Right,a lot of inductance
>compared
>to a single large conductor or a large flat copper strip.

Gotta correct ya there, inductances decrease in parallel; capacitors
increase 
in parallel!
Visualize a large flat copper strip as an infinite number of very thin
wires 
in parallel.  Much less inductance than one heavy gauge solid wire.  Also
much less inductance than braid.  Copper strap is best, but you might
choose
braid if there's going to be some  flexing, like around hinges.

>An RF ground should be the shortest, least inductive point to ground.

True.

>Putting a piece of braid to ground is like putting a choke between your
>equipment and ground. Might be the short path for DC, but is anything
>but for AC.

Putting any conductor to ground is like putting a choke to ground.  You
do what 
you can to minimize the inductance.

Don't want to be too critical, the rest of Tom's post is right on in
terms of
lightning protection!

73,
Ross KB9JJR 


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: W B Reese <radions@metro.net>
Subject: Transformer Needed
Message-ID: <3.0.32.19970423041340.00688d38@mail.metro.net>

23IV97 NR4 CK37 WB6TMY

                   TRANSFORMER NEEDED


                      Chicago P2520

                            or

                   Collins 662-0127-00


--------------------------------------

As an alternate:  Collins 662-0015-00

This is used as the plate transformer in a 30K-5

I would be pleased to pay generously for one.

--------------------------------------

Thank you,

Tracy "TR" WB6TMY

radions@metro.net


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: BEN NOCK <106312.1035@compuserve.com>
Subject: Tube eqiv's ????
Message-ID: <199704230709_MC2-14CC-C041@compuserve.com>

Hi, can anyone tell me the equiv's 1L5, 3S4 etc etc for
the following:

VT-171
VT-172
VT-173
VT-174

as used in the BC-728.

Thanks. Ben G4BXD


From boatanchors@sco.theporch.com  Tue Apr 22 21:49:56 1997
From: "Richard A. George" <wa6jox@rain.org>
Subject: WTB coax adaptors
Message-ID: <Pine.SUN.3.95.970422115058.8168A-100000@coyote.rain.org>

Have need for 5 ea coax adaptors LC male to n female please reply e-mail
direct with prices thanks Dick K6KWQ



From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: Ethan Emeson <emesone@elwha.evergreen.edu>
Subject: WTB: beater audio amps
Message-ID: <Pine.ULT.3.91.970423040918.24841A-100000@elwha.evergreen.edu>

I'd like to buy some old audio amps for toying with- nothing 
"collectable", mainly just want good trannies as starting point for homebrew.
--Ethan


From boatanchors@sco.theporch.com  Wed Apr 23 11:51:37 1997
From: "Unger" <junger@usgs.gov>
Subject: WTB: Variac knob
Message-ID: <970423084923.ZM3854@junger6141>

I'm looking for a knob for a large variac that I'm pressing into 
service. The type that I need fits a 3/4" shaft and is about 5" in 
diameter itself. Anyone have anything like lying about?

tnx es 73 - John, W4AU (the ham formerly known as W3GOI...)

-- 


